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Exhibit A

EXISTING TYPICAL SECTION

PROPOSED TYPICAL SECTION

24'

CL

EXISTING CONCRETE PAVEMENT (300 LF FIRST FROM HIGHLAND ROAD)
EXISTING ASPHALT PAVEMET (10,200 LF FOR REMAINDER)

VARIES
UTILITY AND SIDEWALK SERVITUDES

85'

MAIN AND MANHOLE

VARIES
UTILITY AND SIDEWALK SERVITUDES

SIDEWALK

REQUIRED
UTILITY AND
SIDEWALK
SERVITUDE

PAVEMENT
CONCRETE

REQUIRED
UTILITY AND

SIDEWALK
SERVITUDE

SIDEWALK

ELECTRIC
OVERHEAD

REQUIRED RIGHT-OF-WAY

L

EXISTING GRAVITY SEWER

DUCT BANK AND VAULTS
EXISTING TELEPHONE

LINE
TELEPHONE

LINE
GAS

LINE
WATER LINE

TELEPHONE

PAVEMENT
CONCRETE

ELECTRIC
OVERHEAD

STORM DRAIN PIPE

STORM DRAIN PIPE

NEW 36" FORCE MAIN

NEW 66" SEWER FORCE MAIN

12' TRAVEL LANE 12' TRAVEL LANE

C
PROJECT

30' MEDIAN2' 2'6' 12' TRAVEL LANE 12' TRAVEL LANE 6'
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In association with:

PBS&J

GOTECH, Inc.

Neel-Schaffer, Inc.

Compliance Consultants, Inc.

Jones Walker, LLP

John C. Doiron
MAI Appraisal Services

Rampart Resources

SSA Consultants, LLC

NOTE:
THE POSITION OF RELOCATED
UTILITIES AND NEW FORCE MAINS
ARE APPROXIMATE. ACTUAL
LOCATION WILL BE ESTABLISHED
DURING FINAL DESIGN.




