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Picardy Avenue)
(Perkins Road to

Picardy - Perkins Connector

Exhibit A

PROPOSED TYPICAL SECTION

EXISTING TYPICAL SECTION

PROPOSED TYPICAL SECTION
AT KCS RAILROAD UNDERPASS

P
:

\
2

5
0

4
1

\
P

ro
je

c
ts

\
1

3
5

 -
 P

ic
a

rd
y

 -
 P

e
rk

in
s

 C
o

n
n

e
c

to
r

\
R

o
a

d
w

a
y 

D
e

si
g

n
\
1

3
5

 -
 C

o
n

c
e

p
t 

P
la

n
\

D
ra

w
in

g
s

\
P

ro
p

o
s
e

d
 t

y
p

ic
a

l 
ro

a
d

w
a

y
 s

e
c
ti

o
n

.d
w

g
S

e
p

 0
7

,
2

0
0

6
 -

 1
0

:5
6

a
m

In association with:

PBS&J

GOTECH, Inc.

Neel-Schaffer, Inc.

Compliance Consultants, Inc.

Jones Walker, LLP

John C. Doiron Appraisal
MAI Appraisal Services

Rampart Resources

SSA Consultants, LLC

& FERTILIZING
LIMITS OF SEEDING

LC

2.5%

13'12'15'

30' (DESIRABLE)

5' CONCRETE
SIDEWALK5' CONCRETE

SIDEWALK

2.5%

8" (MIN.) PORTLAND CEMENT
CONCRETE PAVEMENT

6" ROADWAY BASE

13' 12' 15'

& FERTILIZING
LIMITS OF SEEDING

62.5'62.5'

RIGHT OF WAY
LIMITS OF REQUIRED

RIGHT OF WAY
LIMITS OF REQUIRED




